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SEALFLON LIQUIDE  
SEALING FLANGES and THREADS  

WATER-BASED  
  

LIQUID TEFLON BAND  
 

  

DEFINITION  
  
Acrylic resin with Teflon dispersed in water, for creating flexible sealed joints that can be dismantled easily.  
Can also be used as an adhesive.  

  

ADVANTAGES  
  

 Eliminates the excessive thicknesses associated with bands. Prevents waste.  
 Can be disassembled and reassembled several times.  

 Excellent resistance to shocks and vibrations. Protects against corrosion.  

 Can be used on metals and plastics.  

 Pre-induction for connectors and fasteners.  

 Resistant to oil, hydrocarbons, hot and cold water, vapour, industrial fluids and gases, etc.  

 Possesses excellent, long-lasting stability.  

  

APPLICATION FIELDS  
  

 Replaces Teflon bands.  

 Sealing pipes that must be able to be disassembled easily.  

 Sealing hydraulic systems, gas, water, etc.  

 Protection of fragile threading (ex. aluminium rims).  

 Excellent adhesive for wood, paper and cardboard.  

  

TECHNICAL CHARACTERISTICS  
  
Aspect  ........................................................  liquid  
Colour  ........................................................  white  

Density  .......................................................  approx. 1.02  
Viscosity  .....................................................  200 to 500 cPs  
Maximum backlash advised .......................  0.15 mm  
Coalescence  ..............................................  2 to 5 hours  
Operating temperature ...............................  -50 to +250°C  

Withstands pressure up to  .........................  300 bars  
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Manufacturing site and registered office 

Victoria Lub Pty Ltd 
Factory 24/29 - 30 Kirkham Road West  

Keysborough, VIC 3173 
Tel. +03 9710 5373 – Fax. + 03 9701 5532 

www.viclube.com.au 

 

Victoria Lub. cannot know about every application for which the 
products are used nor their conditions of use.  Victoria Lub. cannot be 
held responsible for the suitability of the products for a given use or a 
specific purpose. The information contained here can on no account be 
a substitute for the preliminary tests which are essential and which must 
be carried out in order to check the suitability of the product for each 
specific case. 
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INSTRUCTIONS FOR USE  

  
Ready to use.   
Application temperature: +15°C to +40°C.  
Using a brush, apply the adhesive evenly on clean and dry surfaces.  
Available in 5-litre size for automated applications.  
Wait for the film to dry completely before reassembling the parts: 2 hours at 25°C, 1 hour at 50°C, …  

  

PACKAGING  
  
250ml tin with brush  
5 l bucket  
  

ORAPI INFORMATION  
  

Available as a paste: SEALFLON PATEAUX 340.  
  

 

   

Ref. 1341 B4  
Ref. 1341 S1  
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Manufacturing site and registered office 

Victoria Lub Pty Ltd 
Factory 24/29 - 30 Kirkham Road West  

Keysborough, VIC 3173 
Tel. +03 9710 5373 – Fax. + 03 9701 5532 

www.viclube.com.au 

 

Victoria Lub. cannot know about every application for which the 
products are used nor their conditions of use.  Victoria Lub. cannot be 
held responsible for the suitability of the products for a given use or a 
specific purpose. The information contained here can on no account be 
a substitute for the preliminary tests which are essential and which must 
be carried out in order to check the suitability of the product for each 
specific case. 


