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DEFINITION  
  

Anti-seize EP grease for articulations, gearings and all slidings with heavy loads. 

 

ADVANTAGES  
  

   Ensures the sealing of threaded assemblies. 
   Makes disassembling easier. 
   Perfect resistance to water. 
   Highly reduces frictions. 
   Outstanding resistance to pressures. 
   No dirt. Long-lasting. 
   Anti-wear properties and high temperature resistance. 
   Meets the Marine 7420B requirements and complies with the NATO G460 classification. 
   Meets the following French specifications: MAM 2202/79, UK DEF STAN 9134/1. 

 

APPLICATION FIELDS  
  

   WSA PB grease is recommended for the following applications: 
   Articulations 
   Bare gearings 
   Crowns 
   Cables and all slidings with too heavy loads. 
   For the following industries: cement works, civil engineering, quarries. 

 

TECHNICAL CHARACTERISTICS  
  

                     Colour …………………………………………………….   brown 
                     Density ...……… (NFT 60-101)……………..…………   1450 kg/m3 
                     Drop point …… (NFT 60-102)………………………….   > 200° C 
                     Penetration after 60 strokes at 25° C (NFT 60-132) .   310/340 
                     NLGI grade ………………………………………………   1 
                     Resistance to extreme pressure 4 balls weld test … (ASTM D 2596)  > 500 kg 
                     Wear 1 h/40 kg ………………. (ASTM D 2266) …….   0.7 
                     Dye penetration/bleeding test 30 hours at 100° C (AIR 1650)  1.2 
                     Operating temperature range …………………………   - 30° C to + 120° C 
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Manufacturing site and registered office 

Victoria Lub Pty Ltd 
Factory 24/29 - 30 Kirkham Road West  

Keysborough, VIC 3173 
Tel. +03 9710 5373 – Fax. + 03 9701 5532 

www.viclube.com.au 

 

Victoria Lub. cannot know about every application for which the 
products are used nor their conditions of use.  Victoria Lub. cannot be 
held responsible for the suitability of the products for a given use or a 
specific purpose. The information contained here can on no account be 
a substitute for the preliminary tests which are essential and which must 
be carried out in order to check the suitability of the product for each 
specific case. 
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INSTRUCTIONS FOR USE  
 

Thoroughly clean and degrease parts prior to grease application. 
 
 

PACKAGING  

  

   410 g cartridge by 12    Ref. 3659C4  
   1 kg tin by 6     Ref. 3659B7 
   5 kg pail by 2     Ref. 3659S1 
   50 kg small cask per unit   Ref. 3659O4 
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