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        CBL 539 
HIGH TEMPERATURE SYTHETIC 

LUBRICATING FLUID 
  

 

  

DEFINITION  

  
 CBL 539 is a synthetic oil additivated with graphite. It does not leave any residue which might damage the correct 

running of mechanisms. 
   Synthetic lubricant specially formulated for systems subjected to high temperatures. 

 

ADVANTAGES  
  

   The film evaporates and leaves a dry and lubricating film. 
   Does not leave any lacquer or gum. 
   Withstands very high temperatures. 

 

APPLICATION FIELDS  

  
 

   CBL 539 is recommended for the lubrication of chains and conveyors in the following industries: 

    - Textile industry, carpets, drying tenters, etc… 
    - “glass wool” manufacturing 
    - “agglomerated wood “manufacturing. 
    - Glass manufacturing 
    - Conveyors chains in the car industry. 
    - Bakery ovens industry 

 - Ball bearings and plain bearings running at high temperatures 
 

TECHNICAL CHARACTERISTICS  
  

 
Appearance...................................................  liquid 

                        Colour ………………………………………….   Black 
                        Viscosity at 50° C ………………....................  96cSt 
                        Operating temperature range from – 30° C to: 

                        Fluid lubrication:                     + 200°C  

                        Dry lubrication:                     + 1000°C 

 

INSTRUCTIONS FOR USE  

CBL 539 can be applied drop by drop, by spraying or with a brush. 

 

 

1/2  

Manufacturing site and registered office 

Victoria Lub Pty Ltd 
Factory 24/29 - 30 Kirkham Road West  

Keysborough, VIC 3173 
Tel. +03 9710 5373 – Fax. + 03 9701 5532 

www.viclube.com.au 

 

Victoria Lub. cannot know about every application for which the 
products are used nor their conditions of use.  Victoria Lub. cannot be 
held responsible for the suitability of the products for a given use or a 
specific purpose. The information contained here can on no account be 
a substitute for the preliminary tests which are essential and which must 
be carried out in order to check the suitability of the product for each 
specific case. 



 

TECHNICAL DATA SHEET  

 
  

 

PACKAGING  
  

 

l can by 12     Ref. 3821I2 

5 l jerry-can by 4     Ref. 3821J1 
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